
 

 

 
 
 
 
 
 
 
  
 
 

4/2/1 Door, PC managed network door controller 

 

 High quality, extremely flexible, extended specification  

 
Embraces all the top end features of the best in Access Control  
 

Unique Dynamic Current Management (DCM) - Intelligent Access Control 

 
 

 

 No requirement to set IP address 
 5 Year INWE parts warranty 
 Diode protection unnecessary at locks  
 Built-in multiple door Interlock function 
 3 wire reader  
 PC managed, easy to use and administer  
 Can connect to a LAN or directly to a PC  
 Connect and Go for initial set up 
 Commissioning service available - on site or 

remote  
 UK designed and manufactured  
 Supported from the UK 
 Four individually protected lock outputs 
 Four relay outputs - useful for connecting to 

external systems and PSU’s   

Free professional software, including: 
Monitoring movement around site 
Time line, Fire roll call 
Configurable reports 
Anti passback 
 

 

 Up to 16 readers per controller 
 INWE reader can share wiring,  configured via 

the software  
 Compatible with a range of 3rd Party 

Wiegand and Clock & Data readers 
 12 inputs, 4 exit switches, 4 door monitors 

plus 4 that can be used for customer defined 
inputs, configured and named via the 
software 

 Easily expanded and upgraded 
 Opto isolator protection from external 

voltages 

 



 

  
 
 

 
Controller (INWE4) 

 Maximum doors per controller - 4 completely independent 
configurable outputs 

 Up to 50,000 users 

 Up to 500 doors 

 8Mb on board memory 

 Standard configuration will allow "connect and go" installation  

 Unique, on board, dynamic current management 

 Each output can utilise a 12V DC output for a lock or a volts free 
relay for managing an external system  

 Lock circuits are protected from back emf's, no diodes are 
required at lock 

  On Board capability to interlock 2/3/4 doors on the same 
controller 

 Doors can be set in toggle mode 

 Non volatile memory - board retains memory indefinitely in 
power outage 

 Typical authorisation time <0.5s   

 11v-14V Input 

  Network  - Full duplex, 3 wire 

 Connects to network  or computer via patch cable (RJ45) 

 LED's  on controller indicate active outputs and network traffic   

 Available either as bare board or mounted in a steel cabinet 5 
amp PSU  

 Board Dimensions  153x187mm (with connectors in place)  35mm 
deep with spacer 

 Real-time clock, maintains controller time in the event of local 
power loss  

 On board power supply for clock backup    

 Audit trail  on board, non-volatile memory holds up to 2000 
events   

 Relay rated 3A @ 30V DC  

 Inputs for egress buttons, door contacts + 4 user definable  

 Cover label black with white text.  

 Separate text adjacent each terminal  

 Controller operation continues in absence of PC/network 

 Opto isolators protection against external high voltages 

 Inwe power supply includes deep discharge protection 

Parts 

INWE4 – 4 door controller + 5A psu         INWE4BB -  Bare board 
INWE2 -2 door controller + 3A psu INWE2BB  - Bare board 
INWE1 – 1 door controller + 2A psu  INWE1BB  - Bare board 
INWE R– Inwe 3 wire reader 
INWED – Inwe desktop reader 

 

 

 

 

 

 

 

Reader (INWER)       

  LED indicators and beeper on readers signal when a tag is 
authorised/ rejected  

  Max readers per controller - 16 

  Shape and dimensions - circular, diameter: 55mm, depth :15mm  
Finish Brushed stainless effect self-adhesive decal to front, black 
contrasting body sides   

 Fully potted, suitable for both internal and external mounting  

 RFID tags available as key-fobs, ISO cards and clamshells as 
standard  

Dynamic current management (DCM) 

  Prevents a fault in one output affecting other outputs 

 A short on a lock or reader output will not result in failure of PSU 
fuse failure 

 Protection is self correcting. When fault is cleared output is 
restored <1s 

 Lock and reader outputs “learn” normal condition of installation 
and can be set up to report significant changes, allowing 
intervention before failure. 

 Faults can be set up to email admin and/or installer 

 Assists with fault finding 

Windows Software 

  Included as standard with the PC interface 

  Familiar easy to use Windows. Explorer style interface  

   Unlimited logging of site activity (audit trail) 

  Audit trail (site activity) can be exported in a number of formats 
including common spreadsheets  

 Printing of activity log and fire roll-call  

 User Tags added, as required, by the system administrator 
utilising desktop reader adjacent to PC. Simple deletion 

  Access rights to each door can be assigned to any tag user, 
including which times and days they have access and limiting 
access to specific date ranges  

  Live monitoring of site activity (Tag usage, including Photo ID  of 
user  

  Live roll-call available, showing who is on/off site  

 Doors/Users can be grouped to facilitate simple management of 
access rights  

  Doors can be configured to unlock at appropriate times  

 Authorisation levels allow extended configuration 

 Search tool facilitates rapid location of doors/users etc. by name 

 Time Line with filters 

 Automatic configurable backups 


